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适用范围 Application

各种羽绒服半成品缝合片及成品羽绒服 Suitable for various semi-finished down jacket panels and finished down 
garments.

机器特点 Features
• 机器性能稳定，震动小。
• 伺服独立驱动调速，PLC触摸屏显示，操作方便。
• 拍杆力度大，拍后效果平整、均匀。
• 机器效率高，是人工拍羽绒的3-5倍。
• 标配：除尘装置
• 选配：防静电装置

• Stable machine performance with low vibration.
• Servo-driven independent drive and speed control, with PLC touch-screen 

display for easy operation.
• Powerful flapping rods ensure a smooth and even finish after processing.
• High efficiency–3 to 5 times faster than manual down padding.
• Standard: Dust-removal unit
• Optional: Anti-static device

Automatic Down Flapping
Machine

全自动拍绒机

主要参数 Parameters

6 9Number of Flapping Rods拍  杆  数

GOA-FF, PR-6-1P220 GOA-FF, PR-9-1P220Model型       号

工作范围 Working Area 1.9×1m 2.25×1m

工作速度 Working Speed 2.9m/min-13m/min 

电       压 Voltage AC 220V

2.9m/min-13m/min 

AC 220V

功       率 Power 2700W 2700W

机器尺寸 Machine Dimensions 2.1×1.3×1.5m

净 / 毛重 Net/Gross Weight: 500kg/650kg

包装尺寸 Packaging Dimensions 2.2×1.48×1.65m

2.3×1.3×1.4m

550kg/700kg

2.4×1.48×1.65m
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GOA-FF, PR-12-1P220

3.8×1m

2.9m/min-13m/min

AC 220V

2700W

4.2×1.48×1.5m

600kg/800kg

 4.3×1.48×1.65m


